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FOREWORD

This report was prepared by Alrborne Instruments
Laboratory, a Division of Cutler-Hammer, Inc., Deer Park,
Long Island, New York on Air Force Contract AF 30(602)-2758,
under Task No. 55284 of Project No. 5578, "Submillimeter-Wave
Component Development." The work was adminilstered under the
direction of the Research and Technology Division. Messrs
P. Romanelli and J. LoMascolo were Section Chief and Project
Englineer, respectively.

The studies presented began in July 1962, were
concluded in March 1963, and represent the work of the
Department of Applied Electronics of Alrborne Instruments
Laboratory. J. J. Taub was projJect director.

The cooperation of B. F. Thaxter, P. Tannenwald, and
G. S. Heller of the Lincoln Laboratory at the Massachusetts
Institute of Technology 1s gratefully acknowledged for
permitting us to use their carcinotron.

Thils report 1s the final report and concludes the
work on Contract AF 20(602)-2758. The contractor's report
number is 2098-1.

A paper, "Submillimeter Components Using Oversize
Quasi-Optical Waveguide," by J. J. Taub, O. F. Hinckelmann,
H. J. Hindin, and M. L. Wright was presented at the IEEE
Professional Technlical Group on Microwave Theory and Tech-
niques Conference on Millimeter and Submillimeter Waves held
at Orlando, Florida in January 1963. The paper has been
accepted for publication in the September 1963 Transactions
on Mlcrowave Theory and Technlques.

A technical note, entitled "Permittivity Measure-
ments at Submillimeter Wavelengths," by J. J. Taub and
H. J. Hindin has been accepted for publicatlon in The Review
of Scientific Instruments.



ABSTRACT

Techniques for the design, construction, and
evaluation of a 10-db directional coupler, a 0 to 40 db
variable attenuator, a 90-degree phase shifter, and a
duplexer to operate in the 300 to 1000 Gec region were
investigated theoretically and experimentally. Quasi-
optical, oversize, trough, and Goubau-beam waveguide were
studied. Quasi-optical techniques used in oversize wave-
guide were found to be most sSuitable and were used in con-
structing the components. These components were evaluated
at 0.9-mm wavelength. The experimental data showed good
agreement with the design theory. Thus, submillimeter
components using quasi-optical techniques in oversize
waveguide can be successfully designed and fabricated.
Some components had higher insertion loss than desired
due to the dielectric dissipation effects. These losses
are reduced by using a multiple-dielectric-slab coupling
structure.
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I. INTRODUCTION

Contract AF 30(602)-2758 requires the design and

fabrication of components that can operate in the 300 to
1000 Ge range (submillimeter wavelengths). The following
wavegulde techniques were evaluated from the point of view
of electrical performance and ease of construction:

1.

2.
3.
4.

Trough,

Goubau-beam,

Quasi-optical,

Oversize.

The use of these techniques in the following com-

ponents was evaluated:

1.

2.

w

Directional coupler--10-db coupling with
30-db directivity,

Variable attenuator--0 to L0 db attenua-
tion,

Phase shifter--90 degree or greater phase
shift,

Duplexer--20-db transmltter-to-receiver
lsolation.

The effort consisted of:

Determining the most suiltable technilqgue
for component development,

Designing and fabricating the components,
Testing the components,

Modifying the materlals and structures in
accordance with the test results,



IT., TECHNIQUES

At frequencies greater than 300 Gc¢, the use of
current transmission-line and wavegulde technlques 1s not
acceptable. For example, single-mode (standard size)
rectangular wavegulde has a high attenuation (6 db per foot
at 300 Gec) and presents construction difficultles. For
dilelectric surface-wave transmlssion lines operating at fre-
quencies greater than 100 Gc, it becomes difficult to con-
tain the field in a region near the dielectric, particularly
when a bend 1s required. The overall dlelectric and radia-
tion losses are excessive, and other techniques must be
Investigated.

A. OVERSIZE WAVEGUIDE AND QUASI-OPTICS

Microwave radiation can generally be propagated in
free space; the limiting factors are diffraction and scatter-
ing. In free space, optical principles apply if the dif-
ference in wavelength between microwave and optical fre-
quencies is taken into account. If optical principles are
sultably applied, they can be used in deslgning microwave
components. Garnham (reference 1) has shown that these
devices can be improved by enclosing them 1n oversize wave-
gulde, thereby reducing losses caused by diffraction. Fur-
thermore, these devices can be easily transported, are lmmune
to environmental conditions (including RFI), and are rela-
tively simple to fabricate.

Propagation 1n oversize wavegulde approximates
free-space plane-wave propagation. This can be seen from the
following equation for the wavelength (\g) of propagation in a
wavegulde; that is,

A, T A

8 /1 - (x/xc)2

where
\ = free-space wavelength corresponding to the
input frequency,
xc = cutoff wavelength of the gulde.




For 1l-mm propagation in an RG—96/U Kg-band guilde (10-times
oversize) with a cutoff frequency of 21.1 Gec or 1.42 cm, Ag

1s approximately equal to A. Therefore, propagation in an
oversize wavegulde behaves like "loosely bound" free-space
propagation. That is, since transmission in free space can

be considered as transmission in a waveguide with infinite

a and b dimensions, overslze wavegulde i1s an approximation of
these conditions. Oversize waveguide propagation can be made
to occur in the TE o mode with a small magnetic-field com-
ponent (HZ) along %he direction of propagation. Operating in
this mode, it combines the advantages of propagation in stand-
ard-size wavegulde and free space. Besides freedom from free-
space-propagation diffraction losses, the attenuation per unit
length of line is low. Figures 1 and 2 show that the losses
with oversize wavegulde are lower than with standard-size wave-
guide and free-space propagation. All components that are used
in free-space propagation can be enclosed in oversize waveguilde,
thereby improving their operation.

The application of quasi-optical techniques in over-
size waveguide has a potential multimode-propagation problem,.
Quasi-optical elements in these waveguldes must be developed
on the basis of plane reflecting boundaries to minimlze mode
conversion. Thus, structures such as prisms, slabs, and
gratings must be used. Therefore, quasi-optics and oversize
waveguide must be considered as a single technique.

In conventional waveguide propagation, the wave-
front 1s not planar because energy reflects off the waveguide
walls. A plane wave can be achieved 1f the waveguilde is over-
size enough to permit the wavegulde wavelength to equal the
free-space wavelength. If this plane wave 1is propagated
(mainly in the TEg dominant mode), the Poynting vector, which
determines the enérgy propagation, is directed down the length
of the waveguide in a straight line with most of the energy
concentrating in the vicinity of the center of the waveguilde.
As a consequence, many well-known (references 2 and 3) opti-
cal elements can be adapted to operate at lower‘(microwave)
frequenciles., The basic configurations use prisms, slabs, and
gratings.

One of the major problems in using oversize wave-
gulde as a propagation medium 1s the presence of modes other
than the dominant TE1g. These other modes will not generate
spontaneously in the overslze wavegulde because of the
increased a and b dimensions, but, 1f they are generated by
some unfavorable discontinuity, they will propagate easily.
In standard wavegulde, higher modes can be generated, but they
decay a short distance from the discontinuity. By using a
structure such as a conventional filter-coupling irils, many
unwanted propagating higher modes in the oversize waveguide
would propagate. Only the planar type of discontinulty can
be used.

N




Higher modes are also propagated 1n the oversilze
wavegulde by tapers that are used to connect the oversize
components to the standard-size generation and detection
equipment. In recent years, much work has been done in
analyzing and designing mode-conversion-free tapers (refer-
ence 4), Some types of tapers that have been examined are
linear, cosine, and clrcular arc. In general, if sufficlent
length 1is availlable between the cross sections to be con-
nected by the taper (we used oversize wavegulde wlth a b/é
ratlio of 1/2), mode conversion can be limited to a predeter-
mined low level by making the taper rate of change as a func-
tion of distance in the directlon of propagation approach
zero. An Infinitely long taper would have Zero mode con-
version. When the types of cross sectlions to be connected
are not radically different in size, they can be connected
with lower mode conversilon (for a given length).

In conjunction with a program on multimode power
measurements (reference 5), Airborne Instruments Laboratory
(AIL) investigated the use of circular-arc tapers. Since
large changes in cross section had to be connected within a
short distance, it was found that a circular-arc taper has
lower losses than a linear taper. The taper rate at each
end was made to approach zero. In our Inltial experiments
with an overslze-wavegulde quasl-optical dlrectional coupler
at 3 Ge, the loss caused by mode conversion using a circular-
arc taper was only a fraction of a db (reference 6).

In testing a 27-Ge¢ coupler using quasi-optics in
overslze wavegulde, a different type of taper was used. It
was necessary to construct a taper between S-band wavegulde,
which was used in the 26 to 40 Ge range and S-band waveguide,
which was 10-times oversize. The length of the taper was not
considered critically short, but weight and size were practlcal
considerations. Attempts to use the same deslign procedure
that had worked so well at 3 G¢ were halted by severe mechan-
ical problems. A curved taper of the type shown in Figure 3
would require radii so large that the taper would be essen-
tially (for construction purposes) linear. In addition, such
a device would be costly and difflcult to align.

As an alternative, a 3-foot-long linear taper was
used that had a discontinuocus taper angle of less than
2 degrees at each end. A study of the avallable data indi-
cates that, with careful manufacturling, such a taper will
keep mode conversion at 27 Gec to within an acceptable level
because of its gradual taper rate and small end discontinuity.
A version of thils taper at 1 mm 1s only a few inches in length
and, for a 10-times cross-sectional change, would have a small
flare angle and mode conversion.




B. TROUGH WAVEGQUIDE

A review of the characteristics of trough wave-
guldes was initially made using references 7, 8, and 9. The
success of trough waveguilde used at submillimeter wavelengths
requires the deposition of thin dielectric fllms of less than
0.002 inch on the side walls, efficient launchlng structures,
and low-loss tangent dielectrics. Furthermore, the trough-
wavegulde technique i1s not adequate for making the 90-degree
bends required by most applications. In reference 8, it 1s
suggested that the expected attenuation using a trough wave-
gulde is comparable with an overslze wavegulde at 1 mm.

Calculations of the attenuation of certaln trough-
wavegulde modes show that low-loss use of the trough wave-
gulde is theoretically feasible, but much development work
will be necessary to fabricate the necessary thin fllms on
the trough. Work done on trough wavegulde shows the dif-
ficulty of theoretically designing trough-wavegulde structures
because of the radiation problem, and it has been suggested to
use rectangular-waveguide components between lengths of trough
wavegulde (reference 10). Since no ideas for the practlcal
construction of components using ftrough waveguilde have been
found, it was felt desirable to concentrate on more feasible
techniques.,

C. GOUBAU~BEAM WAVEGUIDE

The Goubau-beam wavegulde 1is essentlally an improve-
ment of the quasi-optical wavegulde. In normal beam transmis-
sion between two horns or antennas within the Fresnel zone
(near field), the beam has a uniform diameter, but the ampli-
tude and phase distributions vary as a functlon of distance
along the direction of propagation. It has been shown (ref-
erence 11) that there is a beam whose amplltude and phase dls-
tributions are periodic along the propagation path. If suit-
able phase transformers (dlelectric lenses) are placed at
appropriate intervals, the original ampllitude and phase dis-
tributions can be established and a new Fresnel zone formed.
Such a technique can be used for the gulded propagatlon of
millimeter waves (references 11 and 12). The main losses in
the system are:

1. Diffraction caused by the phase transformers,
2. Dielectric losses,
3. Reflection losses.

There are also launching and recelving losses.

This type of waveguide differs from the usual wave-
guide in that, instead of one particular mode propagating




(such as pure TE1p mode for standard-size waveguide) with a
field pattern that i1s constant along the direction of propaga-
tion and a single propagation constant, there are many modes
with a range of propagation constants and a field that varies
along the directlon of propagation. This multimode propagation
technique makes component design difficult.

The phase transformers used at perlodic intervals
in the Goubau-beam wavegulde are dielectric lenses that advance
the phase of the outer portion of the beam relative to the
center according to the relation

where

phase advance at radius p (Figure 1),

=
1l

w
]

spacing between phase transformers,

>
1]

propagating wavelength.

The maximum phase shift is:

2
_ 2mR

ﬁﬁax \D

where R i1s the radius of the phase transformer and is related
to the diffraction loss (because of the finite size) of the
lens. The desirable @yax for low diffraction loss 1s 2n. For
Fmax = 2m, R2 = A\D. TFor the 300 to 1000 Gec region, the bound-
ing equations are

D = 10R° and D = 33.3R°

for D and R in centimeters, To have proper operation of the
phase transformers, the diameter must be large compared with
the propagating wavelength. Typilcally,

2R = 20\

That 1s, for 300 Gc, R must be at least 1 cm and D must equal

10 em. At 1000 Ge¢, R must be at least 0.3 cm and D must equal

3 cm. Because of the difficulty in constructing the lens, R

must be larger than these values. For an R of about 1 inch 4



(2.54 cm) at 300 Ge, D equals 0.641 meter, and at 1000 Ge,
D equal 2.14 meters.

If R 1s reduced (smaller phase transformer), then
ﬁmax 1s reduced and the diffraction loss 1s increased. This
results in a smaller permissible phase-transformer spacing (D).
However, the low-loss advantage of the Goubau-beam technique
1s lost. 1In additilon, many transformers wlll be needed before
the proper beam mode 1s establlished. This technique 1s not
sultable for components in which size and welght are important.

The calculated diffractlion loss of a phase trans-
former 1s given by Goubau (reference 12) as a function of the
maximum phase shift of the transformer (Figure 5).

D. SUMMARY

The oversize wavegulde and quasi-optical techniques
are closely related and should be considered as a single tech-
nique. The oversize wavegulde must use optical-type interior
elements; the optical techniques may or may not be enclosed in
waveguide. This technique was used excluslvely in our devel-
opment of submillimeter components. Since several problems
must be solved before trough waveguide can be used for actual
components, 1t could not be effectively used. The Goubau-beam
technique is not applicable to the development of submillimeter
components because 1ts minimum slze requirements are excessive.
It is, however, an excellent means of transmitting submilli-
meter waves over long dlstances.
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ITT. COMPONENTS

Since oversize waveguide can propagate many undesired
modes, it is important to use structures that do not change
the modal distribution of the incident wave. Thus, such dis-
continuities as screws, irises, and slits cannot be used.
Optical structures such as prisms, reflectors, and gratings
can be used because they operate in a uniform fashion over
the entire plane wavefront. A survey of many optical devices
that are useful at millimeter and submillimeter wavelengths
is given in reference 3. We have designed and constructed a
directional coupler, a variable attenuator, and a variable’
phase shifter using the double-prism beam divider described
in references 3 and 13. These components were designed for
operation at 0.9 mm and used 0.140- by 0.280-inch rectangular
(10-times oversize) waveguide. We also constructed a circu-
lar polarization duplexer using a grating and a multiple-slab
directional coupler for operation at 0.9 mm.

A. VARIABLE DIRECTIONAL COUPLER USING PRISMS

The well-known double-prism structure (reference 14)
is shown in Figure 6. The effects on microwave energy passed
through a double prism have been used to design components.

If a plane wave passes through an air-dielectric
interface at an angle of 45 degrees, there is a dielectric
constant of the material for which the phenomena of total
internal reflection will occur. Consequently, the energy
will undergo a 90-degree change in direction (Figure 7). The
equation expressing this reflection is

-\/er sin 6 > 1

where
€n = relative (to free space) dielectric constant of
the material,
6 = angle of incidence of the energy on the interfaoce.

Figure 8 shows the relationship needed between the
dielectric constant and the incidence angle in order for
total internal reflection to occur. Any combination of the
er and © coordinates that gives a point in the permissible

13




region will result in total internal reflection. Any point

in the forbidden region will not. When the two dielectric
interfaces are touching (d = 0), the total internal reflection
does not occur, and the energy continues in the same direction
(if the reflection at the interface where the energy enters
the dielectric is neglected).

For an intermediate wvalue of d not equal to zero or
infinity (one prism), it can be shown (reference 14) that
total internal reflection occurs, and power (depends on d)
can be coupled into the second prism to proceed in the origi-
nal direction of propagation because of the evanescent (expo-
nentially decaying) wave from the first interface. As shown
in Figure 6, the energy divides into three directions. The
percent that goes to ports 2 and 3 is a function of only A,
ep, and d, and no energy goes to port 4 (neglecting dielectric
dissipation). There is a 90-degree phase shift between the
waves going to ports 2 and 3.

The double prism is a fundamental element in the
development of oversize-waveguide quasi-optical components.
It behaves the same way for power introduced at any port and
is the optical equivalent of the conventional microwave direc-
tional coupler with a 90-degree phase difference between
ports 2 and 3. With modifications, this structure can be
used to make the desired 10-db coupler, variable attenuator,
and phase shiffer. It can also act as a duplexer when set
in the 3-db coupling position provided a 6-db additional loss
in the received power can be tolerated,

In the double-prism 10-db coupler, energy can be
introduced at any port, and the device will divide the power
at a desired ratio with a decoupled port. By varying d, the
power division can be changed with an external adjustment.

A 10-db setting was used in accordance with the objectives of
the contract.

If the device is considered to be lossless and
reflectionless, the prism power division is completely deter-
mined. For straight-through transmission, the ratio of the
power that emerges from the device to the power that enters
it is

g
=
(4]
o
o
«“
(o]

2 2
o heycos®e (e sin%e - 1) (1)
2 - 3 sinle - 1 2oa
(e, + 1 - 2e, sin ) sinh“ad + Mer cos“0 (e, 3in"6 ) cosh®w

el
e

14



where

€, = relative dielectric constant of prism,
d = spacing beftween prisms,

© = angle of incidence of energy at air-dielectric
interface,

0 = %F Vér sin® © - 1.

The straight-through attenuation (in db) is defined
as

A =10 log == (2)

and is shown in Figure 9 as a function of d/A for various
values of ep. For 10-db coupling and ep = 2.45 (the measured
dielectric constant of Rexolite at 0.9 mm), the setting of d
is determined from d/A = 0.5.

Before designing a 0.9-mm device, we constructed a
10-db directional coupler using a 10-times oversize waveguide
operating at about 27 Ge. Its purpose was to test the design
principles. The results of the tests are shown in Figure 10.
Linear tapers with a small taper rate (less than 2 degrees)
were used to launch a TEjg mode in the 10-times oversize wave-
guide. The two Rexolite prisms were separated by an ailr
space of thickness d. Quarter-wavelength dielectric slabs
were used to match the prisms to the U4 waveguide ports. This
coupler has a coupling that is constant to within a few tenths
of a db over a 1.83-percent bandwidth with a total insertion
loss of about 1 db. This was caused by losses in the tapers,
dielectric prisms, and waveguide walls. The input SWR was
about 1.3, showing that further matching could yield better
operation. Over a 500-Mc bandwidth, the power in the decoupled
arm 1s at least 30 db below the power in port 3, which is
nearly 10 db below the input-port level.

The success of the 27-Gec coupler indicated that the
quasi-optical oversize-waveguide coupler at submillimeter
wavelengths could be buililt provided that a careful dimensional
scaling was effected. Such a device was designed and con-
structed.

The 0.9-mm directional coupler consists of two

crossed waveguides with a pair of dielectric prisms that are
separated by a distance d and placed at the center of the
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structure (Figure 11A). The prism surfaces must be matched
to the 4 ports if it is desired to make the shapes of the
experimental power-ratio curves agree with the theoretical
predictions. Matched prisms were obtained by slotting the
surfaces facing the U4 ports using design equations given by
Garnham (reference 1). The slot size at 0.9 mm using Rexo-
lite prisms is (Figure 11B):

a = 00,0022 inch
a+ b= 0.008 inch
s = 0.0067 inch

These slots were cut parallel to the direction of polariza-
tion of the electric field. Figure 12 is a photograph of a
slotted Rexolite prism designed for operation at 0.9 mm. The
quartz prisms were matched by using quarter-wave teflon slabs.

Figure 13 is a photograph of the directional coupler.
The separation of the prisms is adjusted by a micrometer-
driven wheel that is connected to one of the prisms by a
Rexolite tab projecting from the prism closest to the microm-
eter. The other prism is stationary. The crossed waveguide
is constructed from a three-sided brass waveguide with a top
wall bolted into position. The surface finish on the wave-
guide walls is less than 5 microinches. This device can be
adjusted for any desired coupling ratio by adjusting the
micrometer.

Initial tests on the 0.9-mm coupler were made with
unmatched Rexolite prisms. The measurements were made using
the carcinotron at Lincoln Laboratories. Figures 14 and 15
show the attenuation in the straight-through and perpendicular
arms. The experimental results showed such good agreement
with the predicted results that a matched Rexolite directional
coupler was constructed and tested. Figures 16 and 17 show
the attenuation in the straight-through and perpendicular arms
of the matched directional coupler. Measurements of decoupled-
port power level showed a directivity greater than 20 db.
Dielectric attenuation losses were high--about 6 db for the
Rexolite prisms.

A directional coupler was bullt using a matched
quartz device. The results of attenuation measurements are
shown in Figure 18. The directivity was found to be greater
than 20 db and a 10-db coupling was obtained by appropriate
micrometer adjustment. The 10-db directional coupler was
found to operate quite well at submillimeter wavelengths.
The only problem was a high dielectric loss.
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B. VARTABLE ATTENUATOR USING PRISMS

The basic 4-port directional coupler with a quasi-~
optical coupling element was modified to a 2-port attenuator.

The input SWR of this attenuator is low because it
is only a function of air-dielectric interface reflections.
The SWR is minimized by using matching techniques. The inser-
tion loss is a function of both the waveguide-wall losses,
which are minimal for the short length of oversize waveguide,
and the dielectric losses. The dielectric loss 1s large
because of the high loss tangent of the dielectric-prism
materials. Large variations in attenuation range are theo-
retically possible; the O to 40 db specification is easily
achieved.

Figure 19 shows the O to 40 db double-prism variable
attenuator. This device was tested at 125 Gec to obtain an
indication of its behavior as far as material losses and oper-
ating characteristics are concerned. Also, since the perform-
ance of the component is theoretically predictable at any fre-
quency, 1t was a good test of the general usefulness of the
principles involved.

At 125 Gc (obtained from the Amperex DX-237 klystron),
the 10-times oversize waveguide (at 0.9 mm) used to make the
variable attenuator was only 3-times oversize, and there was
some minor deterioration in the behavior of this device since
the propagated wavefront was not completely planar. We also
expected a higher waveguide loss. The two prisms were
unmatched to the 125-Ge signal. Furthermore, we did not
expect to obtain a 40-db attenuation range because the attenu-
ation is almost linear with d4/7A. Thus, for a given d, an
increase in A causes a decrease in d/A and in the available
attenuation.

Figure 20 shows the attenuation versus prism separa-
tion for the variable attenuator at 125 Gec. Each 0.001 inch
of travel of the prism from zero separation is equivalent to
a change of about 0.2 db. Above 2 or 3 db, the attenuation
becomes linear with d. This variable attenuator can be cali-
brated theoretically by using equation 2.

The experimental results show good agreement with
the expected results. The errors that occur are due to the
inability to obtain (1) a true zero prism separation and,

(2) a totally planar wavefront impinging on the prisms (wave-
guide is only 3-times oversize). Thus, instead of a 45-degree
angie of incildence on the prism interface, there is a small
spectrum of angles around 45 degrees. The prisms are also
mismatched causing reflections at all 4 air-dielectric inter-
faces.
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Measurements were then made at 0.9 mm using the
carcinotron at Lincoln Laboratories. The variable attenuator
used was not matched at 0.9 mm. The results are shown in
Figure 21 and are in close agreement with the theoretical pre-
dictions; they also provide the first accurate measurement
(Section VI-A) of the dielectric constant of Rexolite at
0.9 mm (ep = 2.45)

The measured loss of the unmatched directional
coupler was 6 db. Mode conversion, mismatch, imperfect
parallelism of the prism faces, polarization, and high loss
tangent account for this high figure.

The prisms were then matched by machining slots on
the input and output surfaces. Figure 16 shows the attenua-
tion of the variable attenuator. The dynamic range available
was limited. Figure 16 also shows the theoretical curve of
attenuation that would result 1f the dielectric constant of
Rexolite were 2.55 (the 30 Ge¢ value). The 0.9-mm data indi-
cates that e, 1s lowered to 2.44, which is excellent agree-
ment with the value (2.45) obtained previously.

A comparison of the experimental curve of Fig-
ure 16 with the curve of Figure 14 shows that the small half-
period (with prism separation) ripple in the linear portion
of the attenuation curve, which was present in the unmatched
attenuator, is no longer noticeable. The small fluctvations
present are basically random 1n the matched attenuator.

The quarter-wave transformer-matched quartz vari-
able attenuator was tested at 0.9 mm. The results are shown
in Figure 18 and are in good agreement with the theoretical
predictions for an indicated dielectric constant of ey = 3.95.
The attenuator appeared to have an insertion loss about 1 db
larger than the Rexolite attenuator for the same prism sepa-
ration. There is some ripple in the attenuation-versus-prism-
separation characteristic, indicating the need for improved
matching.

In summary, it can be seen that the matched quartz
and Rexolite prisms function as submillimeter variable atten-
uators with predictable characteristics. Further study must
be made to find materials with lower loss tangents at these
frequencies, but this does not affect the operation or feasi-
bility of the devices.

C. MULTIPLE~-SLAB DIRECTIONAL COUPLER

The double-prism structure suffers from excessive
dielectric loss at frequencies greater than 300 Gec. To over-
come this disadvantage, a device that requires a smaller
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volume of dielectric material has been investigated (Fig-
ure 22A). The structure consists of a palr of parallel
dielectric slabs, oriented at 45 degrees in relation to the
incident radiation, of thickness t, and separated by an air
space dq. This device couples power from port 1 to ports 2
and 3; no power is coupled to port 4, and port 1 is matched.

The power transmitted from port 1 to port 3 is a
function of dl' The multiple-slab structure can, therefore,
be used as a variable attenuator and as a directional coupler.

The theory of thils device is derived in Appendix I
for lossless dielectrics. The results of Appendix I for
quarter-wave-thickness slabs are:

tan®(0.7070 )[ 1\ 1]2
an . - -
By v |\ze, - 1)
P 2 2 2
1 2 2 1
(26 —| + tan (0.70791)[(——————2% —| * 1]
and
2
2 ) 2
| sec“(0.7076,)
Ei _ 2€r -1 1
P, 2 2 2
1 2 2 1 ‘
5. 1| + ten (0.70791)[—————2€ —| 1}
r T
where
Pl = power avalilable at port 1,
P2 = power delivered to port 2,
P3 = power delivered to port 3,
€, = relative dielectric constant of the slabs,
2md
- 1
91 = —

Figure 23 shows P3/P1 plotted in db as a function of wave-
length and slab displacement for various dielectric constants.
These curves indicate that the maximum drop in transmitted
power occurs at 61 = 127 degrees; this is a 12-db attenuation
range for quartz. Thus, this structure is limited to low
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coupling ratios. In addition, it is limited in its maximum
attenuation when used as a variable attenuator.

To obtain a greater range of attenuation, the mul-
fiple-slab structure shown in Figure 22B was considered. The
results (Figure 24) for the 2-slab case are:

5 ‘ 1 4 2
Pg tan <‘O.70792)|: 261,——1 —+ 1]
7. T I 2
1 1 2 ‘ 1
4(2€ —| + tan (0.70792)[ 5T T + 1]
r r
and
L
1 2
P 4 ﬁ) sec (0.707@2)
P—3 - I - n 3
1 1 i 2 1 ‘
4 5e o 1) + tan (0.70792)[ -1 * 1J
r r
where v
2md
0, = —=2,
2 A
The results for n slabs are:
2n 2
2 1
P2 tan (O.?O?@n)[ 2—61;——_]? - l]
P, on 2n 2
1 1 2 1 + 1
4(56—-_——1 + tan (o.7o7en)[ Fe T T ]
r r
and
1 2n 5
P3 4(26” — sec (O.?O(Qn)
B, on on >
1 1 ‘ 2 1
4(26 — + tan (o.7o7en)[(—-———2€r — + 1]
27Tdn
where @n =
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For this device to be a suitable variable attenua-
tor, n must be determined for a specific attenuation range.
Noting that Pp/Pp is minimum for 0.7076n, = 90 degrees, P3/Py
can be reduced to:

! 1 2n
2: 2€r—l
Pl [( 1 2n N 1}2
2er— 1
Then, if
2n
1
P, Lz I
A =10 log BT 20 log
2 5 1
2e._ - 1

n can be determined as

A
56-+ 0.3

~ Jog (2€r - 1) for

] 1 2n
n §E-j—j) << 1 (high attenuation),

r

An analysis of the dissipation loss in a multiple-
slab coupler has been made and appears in Appendix III. The
purpose of ‘the analysis 1s to determine whether the insertion
loss 1is lower than that obtainable with the double-prism
structure. The analysis is valid for any number of slabs.
Explicit loss formulas for n = 1, 2, and 3 (equations III-10,
I1I-11, and III-12) are:

il

for n 1,

L = 10 log [1 + me, tan 6 K2 (k + %)]

for n 2,

L = 10 log {1 + Te, tan § K2 [(k:+—l]£)3 -2 (k+%)]}
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for n = 3,

L = 10 log {% + e, tan 5 K- [[k + %)2 ~1) e+ E)(+ 3 ° 3]}

where

k = (Eer - 1)—1/2

Since quartz slabs are used, we can estimate the
loss by using measured values of ep and tan §. At 0.9 mm,
ep = 3.9 and tan & = 0.0043 (Section VI-A). Substituting these
values in equations III-10, III-11, and III-12 gives L, = 0.1,
Ip = 0.65, and In = 2.8 db. Based on these calculations, it
was decided to 1limit the number of slabs to 2. The experimen-
tal model was designed for n = 2 because n = 1 would not give
a sufficient range of attenuation variation (Figures 23 and 24).

A photograph of the complete multiple-slab device is
shown in Figure 25. Because of construction problems in align-
ing the thin slabs and maintaining proper ftolerances in the
spaces between the slabs, the matched quartz slab device was
constructed with 2 sets of 2 slabs each (n = 2). It was tested
at 0.9 mm using the carcinotron, and the data obtained is shown
in Figure 26. This is in good agreement with the theoretical
characteristics shown in Figure 24. There was sufficient range
in the slab separation o permit the attenuation characteristics
to be repeated as shown. The major goal was attained. The
device has only 2 db of insertion loss. Although this value
is higher than the predicted value it still verifies the low-
loss concept. The discrepancy is mainly due to nonperfect
alignment of the slabs, which causes a leakage of power into
the perpendicular arm. This accounts for about 1 db. Wall
losses, loss in the quartz slabs, and the imperfect directivity
of the device accounts for 0.2 or 0.3 db more.

The separation between peaks of the attenuation
characteristic should be 127 degrees and is measured to be
126 degrees. This again verifies the quasi-optical design
theory. The only failure in this device is the inability to
obtain the theoretical maximum attenuation for a given slab
separation. Further study is required to determine the cause
of this discrepancy, but we believe that it is related to the
higher apparent insertion loss. However, the device has been
shown to be a low-loss attenuator in the submillimeter region.

The directivity of the device is also shown in Fig-
ure 24. The directivity varies between 10 and 20 db but will

probably be improved when the cause of the decreased attenua-
tion range is determined.

22




D. GRATING DUPLEXER

When set up for operaiion as a 3-db hybrid, either
the double-prism or multiple-slab devices can be used as
duplexers. The disadvantage of such operation is the inherent
6-db loss that is present in any hybrid-type duplexer. A more
satisfactory technique is to develop a submillimeter version
of a circular-polarization duplexer using gratings. This
grating duplexer 1s similar in principle to the 30-Gc¢ device
described in reference 15 but uses oversize waveguide.

Figure 27 1s a diagram of the circular-polarization
grating duplexer. A vertically polarized wave is launched from
a transmitter and passes through grating A. This grating has
slats that are oriented in such a way that the incident wave
is practically unaffected. After the wave is passed through
grating B, it is circularly polarized. This circularly polar-
ized wave travels to a target where, if the target is a sheet
of reflecting material, the polarization sense is reversed in
the reflected wave (counterclockwise instead of clockwise, for
example). When the reflected wave returns through grating B,
it becomes horizontally polarized so that, when it impinges
on grating A, it is totally reflected at a 90-degree angle into
the receiver.

In theory, this device has no losses and perfect
directivity (transmitter-receiver isolation). In practice,
however, a slight loss is incurred due to the gratings, wall
losses, and dielectric losses. Also, any slight grating mis-
match tends to deteriorate the directivity.

Grating A consists of closely spaced metal slats
that are horizontally aligned so that the vertically polarized
incident wave from the transmitter goes through with little
attenuation. If the spacing between the slats is such that
each pair of slats acts like a cutoff waveguide for the hori-
zontally polarized wave returning from the target through
grating B, the target echo willl be reflected into the receiver.

Grating B consists of closely spaced slats that are
oriented 45 degrees with respect to the vertically polarized
incident wave from the transmifter. This wave can be con-
sidered to have two components--one parallel and one normal
(in the same plane) to the slats. The normal component passes
through the grating at the free-space velocity with no attenu-
ation. The slats serve as a group of parallel waveguides for
the parallel component, and propagation occurs through the
slats at a phase velocity corresponding to the slat spacing.
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Because of the difficulties in constructing the
gratings with only air between the slats (due to the small
silzes involved), quartz strips were used for mechanical sup-
port.

For grating B, the thickness (4) of each slat must
be such that there is an odd multiple of 90 degrees phase dif-
ference between the horizontal and vertical components of the
wave emerging from the grating to produce the desired circular
polarization. This means that

_ nmw
(B, - By)t =5 forn=1, 3,5, ... (3)
where
BV = phase constant of vertical component,
Bh = phase constant of horizontal component.
Thus,
27
By = % (4)
v ko
where
%O =30 in centimeters,
et
r
f = frequency in Ge.

Because the dielectric constant (er) of quartz at 0.9 mm was

unknown at the time of the grating design, we assumed that it
was reasonably close to its lower frequency (30 Gec) value. A
radical change would affect the attenuation range obtainable.
Also,

where a is the distance between the slats.
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We chose n = 1 to maximize the grating bandwidth. Therefore,

T

ST (R cw = ] (6)

>

v . Lo
2a

We can also write

2T
Pn = %
25
where
A
A= S
g 7\0
1-\za
g0 that
2r _eml, - T
A A 2
o g

A convenient ratio is Ag/Ko = 1.2. This would establish the
grating dimension at practical values and also minimize higher
mode propagation. With this relation,

1 1

or|s= - —~*——)& =
A, TR,

VI

or

L = l.SXO

Thus, for Ag = 0.455 mm, 4 = 0.0269 inch. From equation 6,
a = 0.0163 inch, which would cut off the TEog mode at A = a
or 362 Gec.
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For grating A, the dimensions are not critical,
but the spacing between slats is such that each pailr behaves
as a waveguide well below cutoff at the operating frequency
for waves polarized parallel to the slats.

The gratings have been matched to free space on the
oversigze wavegulde by inserting teflon quarter-wavelength
matching transformers on both sides of both gratings. The
thickness of the grating is a function of the frequency and
the angle of incidence of the impinging radiation. Grating A
has 0.006-inch teflon matching, and grating B has 0.007-inch
teflon matching.

Rectangular waveguide has been chosen to enclose
the gratings for convenience (to eliminate the need for extra
tapers, etc.) and to continue component design in the same
fashion as the other oversize components. However, the use
of rectangular waveguide 1lnstead of square waveguide when a
circularly polarized wave is used results in an effective
change in the degree of circular polarization between
grating B and the target. To minimize this distortion (Appen-
dix IV), the target is butted against grating B. This does
not affect the tests since we are interested in the duplexer
operation and not in duplexer-to-target losses.

Figure 28 shows the gratings mounted in oversize
waveguilde for testing. The grating duplexer was tested at
0.9 mm. It operated properly except that, at certain fre-
quencies, the gratings did not function correctly. Essential
characteristics such as grating transmissilon loss, transmitter
recelver isolation, etc., have been measured and, except for
the unexplailnable frequency dependence, the device 1is a
practical component in the submillimeter region. The tests
were made at a frequency of proper operation. With the target
removed and the duplexer radiating into free space, the trans-
mitter-receiver isolation was measured to be 28 db at 0.9 mm.
This exceeds the design goal of 20 db and can probably be
improved. Each grating has a 2-db transmission loss. Part
of this is due to losses in the quartz strips and part is due
to reflections (imperfect matching). Most of the loss is
probably due to the imperfect periodicity of the gratings
since their small size made them difficult to construct. If
grating B were producing perfect circular polarization, then
the power level at the antenna arm could be expected to be
equal for both horizontal and vertical polarizations. These
levels were measured using a rectangular waveguide taper to
a detector. The antenna and recelver waveguides were perpen-
dicular to measure the horizontal-polarization level. This
caused some error (about 1 db) since the entire area of the
wavegulde opening was not covered. About 2.5 db of difference
still remains between the two power levels even with this cor-
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rection, and it must be concluded that the circular-polarization
grating was not producing perfect circular polarization. The
target-to-receiver loss with the target inserted was 0.5 db
and the transmitter-to-receiver loss with the target inserted
was 4 db. For this duplexer, this loss should theoretically
be only 0.2 or 0.3 db (due to quartz losses, wall loss, etc.),
but the device still operates better than the 6-db-loss hybrid
duplexer. Further work on the grating design and matching
could reduce the 4-db loss. Both the 28-db transmitter-
receiver ilsolation and the 0.5-db target-fo-receiver loss are
encouraging results.

In summary, the grating-duplexer characteristics
were measured and, except for minor difficulties, the device
operates satisfactorily. Further refinement would enhance
its practicability.

E. PHASE SHIFTER

A phase shifter that provides an incremental phase
shift greater than 360 degrees has been constructed. It uses
a pair of matched Rexolite prisms in a A-port H-plane cross.
The incremental shift pertains to the relationship between
the input arm and decoupled arm (as if the device were oper-
ated as a directional coupler). Micrometer-driven sliding
shorts are used in the two coupled arms. The prism separation
is adjustable permitting an accurate setting of 3-db coupling
to operate the phase shifter properly at any frequency. Fig-
ure 29 1is a photograph of the phase shifter.

The incremental phase shift of a signal between
ports 1 and 4 is

o' = 20 (7)
where

Q'
&)

i

desired phase shift,

electrical length traveled by the sliding short.

For this phase shifter,

© = Bx (8)

where
imaginary part of the line propagation constant,

W
1l

=<
Il

distance traveled by the sliding short.




The quantity B is given by:

B == (9)

for lossless (oversize) waveguide. By combining equations 7,
8, and 9,

For a 90-degree phase shifter at 0.9 mm,
x =g= 0.0045 inch

Thus, with a standard 0.5-inch micrometer drive, it is easy
to obtain a phase shift greater than 360 degrees.

The sensitivity of the phase shift to the movement
of the sliding short is A6°/Ax. At 0.9 mm,

A0’ = 0.35 OX

so that, for a micrometer reading of 0.001, A9’ = 2.0 degrees,
which is accurate for a 360-degree phase shifter.

Any unwanted signal in the directivity port caused
by a slight deviation in the 3-db coupling or imperfect
directivity causes a deviation in the linear characteristic
of the device. To minimize these conditions, the device is
matched to improve its directivity, and the prism separation
is variable to maintain 3-db coupling.

To test the phase shifter, we operated it as a
Michaelson interferometer at 125 Ge, 240 Ge, and 0.9 mm. One
of the sliding shorts was moved along the waveguide and the
other left in a fixed position. The signal in the decoupled
peort was periodic having alternating maxima and minima (as in
a standing wave). The distance between successive maxima or
minima is A/2. Measuring the distance beftween many successive
maxima and averaging them improves the accuracy of the wave-
length determination.
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The 125-Gc signal was obtained from a klystron.
The klystron frequency was calibrated against known signals.
With unmatched prisms, the wavelength determination of the
125-G¢ signal was accurate to 1 percent. A similar result
was obtained at 240 Gec. The 240-Ge signal was obtained from
a haromic generator operated as a frequency doubler.

The 0.9-mm signal was obtained from the carcinotron.
The frequency of the carcinotron was determined by measuring
the positions of maxima and minima through the phase shifter
(interferometer). The frequency of the klystron found in

this fashion was 326 Ge¢ and the calibrated frequency was 328 Ge.

Detailed studies of individual fringes were performed
to determine how close the pattern obtained from the device
approximated a pure standing wave pattern and to examine the
presence of higher modes or nonlinear phase shift (as evidenced
by a deviation from a pure standing-wave pattern). This is
shown in PFigures 30 and 31. Within the sources of experimen-
tal error, Figure 31 shows good mode purity. The slight flat-
tening effect shown in Figure 30 is probably due to some
abnormality in the construction of the straight-through-arm
sliding short. S3ince the device operates properly as an
interferometer, it will also operate properly as a phase
shifter.

The only problem with the phase shifter was the
insertion loss of the device due to the loss tangent of the
prism materials. Further study of material properties in
the submillimeter region would be necessary to reduce the
loss and to make the phase shifter more practical. The phase
shifter provides good operation at submillimeter wavelengths
and has almost linear phase shift up to and greater than
360 degrees. Further work on prism matching and insertion
loss could improve the device.
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FIGURE 21. ATTENUATION IN STRAIGHT-THROUGH ARM VS PRISM
SEPARATION FOR UNMATCHED O.9-mm REXOLITE
VARTABLE ATTENUATOR
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A PAIR OF SINGLE-DIELECTRIC SLABS

8 PAIR OF MULTIPLE-DIELECTRIC SLABS

FIGURE 22. DIAGRAM OF MULTIPLE~SLAB DIRECTIONAL COUPLER
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FIGURE 25.
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PHOTOGRAPH OF MULTIPLE-SLAB DIRECTIONAL COUPLER
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FIGURE 28.

PHOTOGRAPH OF GRATING DUPLEXER
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FIGURE 29.

PHOTOGRAPH OF PHASE SHIFTER
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RELATIVE POWER LEVEL IN DB
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IV. DESIGN CONSIDERATIONS

A. MATCHING

Proper impedance matching to eliminate alr-dielectric
interface reflections is of prime importance in all quasi-
optilcal components. The power level in the decoupled port of
the directional coupler is a function of the unwanted reflec-
tions in the other ports. The linearity of the phase shifter
will be adversely affected by poor initial decoupling at the
isolated port.

The air-dielectric interface reflections can be kept
low by using a dielectric material with as low a relative
dielectric constant as possible. For an air-dielectric inter-
face, the reflection coefficlent is:

il =

From Figure 8 it can be seen that e, must be greater than 2
for a U45-degree incidence angle on the prism hypotenuse for
total internal reflection to occur. This would correspond

to |T| = 0.167 or an SWR of 1.4.

One of the more conventional means of eliminating
reflections at the interface of two dielectric materials is
to use quarter-wavelength matching transformers. To match a
junction that uses materials that have ep's of ¢ and ep, a
material is inserted whose characteristic impedance is the
geometric mean of the characteristic Iimpedances in question.
A material of ep = €3 where eg =+fe1€5 and whose electrical
length is one-quarter wavelength at the frequency in question
is used. The physical length of the matching section is 4 =
%/4-VE§. Theoretically, this device is a proper impedance
transformer at only one frequency, but, in practice, 1t oper-
ates effectively over about a 10-percent bandwidth. This
design theory can also be applled to give wider band matches
by using many sections of dielectric material with appropri-
ate lengths and dielectric constants.

Another technigue for reducing reflection at the
air-dielectric interface is to use appropriately sized slots
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at the place of intersection {(references 1 and 3). The value
of € required to produce a reflectionless quarter-wavelength
transformer from air to dielectric is one of the solutions of

€1/2
2 1/2 r -
€1 - Glep/ ™+ 1)+ T2, °
T
and
@ _ ¢ (/% + 1) 1
2" S0 A tE L, °
€pr r
where
- 2
¢ = a + b’
a = width of slot,
a + b = distance between centers of adjacent slots.

The solution i1s accurate for a + b < 0.2A. The electrical
depth of the slots is A/4 or one-quarter wavelength.

For the prototype 27-Gc coupler, the matching prob-
lems were not severe. We made simple quarter-wavelength
slabs of material with an €, of 1.6 (to match the Rexolite
prisms).

In the construction of the Rexolite prism coupler
for 0.9-mm operation, another problem was encountered. At
0.9 mm, one-quarter wavelength in an air medium is 0.0089 inch.
Therefore, the physical length of the transformer was

0.0089 _
1.6

L = 0.0070 inch

This calculation uses €, = 2.55 for Rexolite. A slight error
is incurred since €, = 2.45 at 0.9 mm (Section VI-A). The
size of the air bubbles in this material (foam) is greater
than 4 so that the surface of the slab presented to the inci-
dent radiation would be totally irregular. An alternative
procedure is to use a slab many quarter-wavelengths thick,
but this would decrease the bandwidth of the device consider-
ably.
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Slotting the dielectric is a satisfactory solution.
For example, the solutions to the preceding equations are
€1 = 0.263 and §p = 0.287. Taking the intermediate value as
the average of (] and ¢ gives ¢ = a/(a + b) = 0.275. 1In
addition, the inequality a + b < 0.2\ must be satisfied. For
0.9 mm, A = 0.040 inch. The largest possible a + b dimension
is assumed because the small size of a and b is the main prob-
lem--that is, a + b = 0.008 inch. Solving these two simulta-
neous equations gives a and b. We have developed a method
for machining these small slots in Rexolite to close toler-
ances, and slotted Rexolite prisms for 0.9-mm operation have
been successfully fabricated (Figure 12).

B. DIELECTRIC LOSSES AND DIELECTRIC CONSTANTS

Another important design consideration for the
0.9-mm quasi-optical oversigze-waveguide components is the
dielectric losses inherent in the materials. Information is
lacking about the submillimeter range, not only with respect
to the dielectric loss tangent (tan 63 but also for the value
€r as a function of frequency. A literature search and a
discussion with scilentists at the Laboratory for Insulation
Research at the Massachusetts Institute of Technology revealed
that no data is available about dielectric properties in the
submillimeter region. All available information is either in
the microwave region up to 25 Gec (with some sparse data for
140 Ge) or at the end of the submillimeter region (far infra-
red). The data for the optical region of the spectrum is too
far removed in frequency to be applicable. The highest fre-
quency at which measurements of loss tangent have been made
is 140 Gc (reference 16). However, the uncertainty factor at
this frequency is two. An attempt was made to extend the
theory of dielectric losses into the submillimeter region;
however, the approximations for microwave and optical regions
are not valid for the submillimeter region (references 17
and 18). The best that could be done was to extrapolate from
available data in the initial design. This 1s also true for
dielectric constants.

Unfortunately, many other dielectric materials have
resonances in the loss-tangent-versus-frequency curve that
occur in the submillimeter region at various unknown fre-
quencies. They also have higher loss tangents at those fre-
quencies for which data 1s available. Rexolite and quartz had
the best probability of having low losses in the submillimeter
region compared with other materlals. Other physical proper-
ti1es such as availability, cost, weight, temperature-dependence
of electrical characteristics, ete., indicate that Rexolite and
quartz are the most feasible materials. Unfortunately, as the
various insertion-loss data showed, these materilals had high
loss tangents.
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C. COMPONENT FABRICATION

Tolerance problems were considered in these compo-
nents because of possible mode conversion. Accurate machining
of interior dimensions is important to minimize loss. The
skin depth at 300 Gc is small and surfaces must be highly
polished. The prism and multiple-glab coupling elements must
present interfaces that appear smooth to A = 0.1 ecm. Typi-
cally, flatness to A/10 or 0.0l cm was needed. The coupling
devices must also be able to be moved in the waveguide with-
out tilting. This has been achieved by careful mechanical
deslgn and construction. Difficulties were encountered with
the movable shorts for the phase shifter because the concept
of the usual choke type of short used in small waveguldes was
unsuitable optically; a plate type was needed. A highly
polished noncontacting plate with a thin Teflon (0.002 inch)
border was made to slide easily into the wavegulde under the
vernier micrometer drive. Little leakage was seen through
the Teflon. A spring-finger contacting short would cause
unknown higher-mode propagation effects and, in any case, good
electrical contact is not critical for the quasi-optical
oversize-waveguide type of transmission as far as the sliding
shorts are concerned.

The final design for the devices was determined by
all these considerations and good maching practice. No
soldering was done on the components in order to facilitate
the changing of interior coupler elements to experiment with
matching, losses, etc. The fly-wheel and micrometer give
extremely good control over the prism and slab movements.

D. POWER HANDLING

All of the components developed have power-handling
requirements of at least 1 watt average and 1 kilowatt peak.
The use of oversize-wavegulde structures markedly increased
the power-handling capacity over standard-size waveguilde.

The power flow in a TEjy mode rectangular waveguilde is

2
ab%Em

P = oen

where Epn is the rms magnitude of the electric field at the
maximum point and n is the intrinsic impedance of free space.
If a and b are both increased to 10 times their standard
value, %g becomes approximately equal to A and P becomes
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2
_ 100 abEm

Ph= =

The increase in power handling for a given maximum electric
field is therefore the ratio of P’ toc P or 100 %g/%. The
improvement is at least 100 and, in many cases, as high as
150 (depending on Ag/A).

For the case of 0.140- by 0.280-inch waveguide used
in our 0.9-mm components, we estimate that the theoretical
breakdown power is at least 25 kilowatts. This estimate is
based on the breakdown figures given in standard-waveguilde
tabies for 9-mm waveguide. This estimate assumes that the
critical field for breakdown at 0.9 mm is equal to that used
in the 9-mm waveguide. This value is well above the l-kilo-
watt level.

Dielectric structures are used in the components.
Experience has shown that the peak power rating of dielectric
materials is significantly lower than air. The exact figure
varies from 10 to 20 percent depending on the material and
its surface impurities. In any event, we can expect to handle
1 kilowatt because, even with the 10-percent factor, the peak
power-handling capacity should bve 2.5 kilowatts.

One final problem in satisfying the peak power-
handling requirement is the avoidance of higher-mode reso-
nances. If power is converted into higher modes that cannot
be suitably damped, high Q resonances can occur that result
in points of exceedingly high electric field. This problem
is overcome because the components all have open ports that
effectively terminate higher modes in a resistive load and
prevent a high Q resonant-field build-up.

The average power requirement of 1 watt is easily
met because the average power rating of 0.140- by 0.280-inch
waveguide is 22 kilowatts.

Up to this polnt, we stressed operation in the
vicinity of 0.9 mm. At 0.3 mm (the minimum wavelength under
consideration), the power-handling capabilities would be 1/9
of those discussed if 10-times oversize waveguilde 1s used.
This would probably not be adequate from a peak-power stand-
point. We could however use 30-times oversize waveguilde in
this case.

This discussion shows that estimates of the peak
and average power handling satisfy the contract requirements.
It is impossible to experimentally check the power-handling
properties at this time because the best source of submilli-
meter power (the Lincoln Laboratory carcinotron) delivers
only 10 milliwatts.
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V. TESTS AND INSTRUMENTATION

A, POWER SOURCES

Two practical methods are presently available for
generating useful power in the submillimeter region--crystal
harmonic generators and carcinotron tubes, which produce
10 to 15 milliwatts at 330 Ge. It was determined that the
price and delivery of the carcinotron and its associated
power supply were beyond the scope of the contract. For this
reascn, work was started using a crystal harmonic generator.
A Phillips DX-237 klystron was used as a fundamental source
and Phillips or FXR crystal harmonic generators were used in
attempts to triple from 110 to 330 Ge. The best result was
25 db of range in doubling from 115 to 230 Gec. We could not
detect third-harmonic power through our squeeze-section fil-
ters even when we used homodyne or phase-lock receivers. The
double~frequency power was also a sensitive function of har-
monlic-generator whisker pressure, time of use, etc., and
appeared to be erratic in operation. We later gained access
to the 330-Ge¢ carcinotron and power supply at the Lincoln
Laboratories. The carcinotron was more convenient for direct
component testing and offered an improvement over harmonic-
generator dynamic range. It was therefore decided to use the
carcinotron, spend more time on the components and obtain
more data.

B. TESTS

A block diagram of the test system used is shown in
Figure 32. The carcinotron waveguide output is 4-times over-
size at 330 Ge since standard waveguide has an attenuation of
10 db/foot at this frequency. We inserted a squeeze-section
filter between our component and the 4-times oversize wave-
guide to ensure TE 0 mode purity into our component. Ini-
tially, the power %upply used was incapehble of modulating
the tube directly and a ferrite modulator using Faraday
rotation was used before the bolometer detector. This
detector was used because it was 10 db more sensitive than
any available crystal detector. This modulation technique
resulted in limitations in the dynamic range of our measure-
ments. A modulating power supply was not available until
nearly the end of the project. The frequency of the carci-
notron was determined by either i1ts frequency versus-anode-
voltage calibration or our interferometer phase shifter.
Agreement was within 2 Gc at a frequency of 328 Gec. Data-
averaging techniques were used because drifts in the power
supply could not be corrected.
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VI. ADDITIONAL MEASUREMENTS

A. MEASUREMENT OF DIELECTRIC CONSTANT

An additional result of the experiments with
matched double-prism attenuators has been the accurate
determination of the dielectric constant of Rexolite and
quartz at 0.9 mm. The variation of attenuation (in db)
with prism separation is

2
A 0 (er - 1) .
= 10 log ' 1 + 7 (c_ - 2) sinh ad
r'\r
where
3

2 r

=T _2_._.1

A = 20 log r + 8.68 ad

The attenuation is a linear function of d for larger ad. The
value of a can be obtained from measurements of the slope of
the attenuation-versus-distance curve and, therefore, is a

means of accurately obtaining €t
By defining a slope m (equal to 8.68 a) we obtain

2

mA ‘ + 1

17. 36w

The value of ¢ _ is therefore obtained directly from a measure-
ment of the slope and the value of X.

e =2
r

Using this technique on slot-matched Rexolite prisms
and quarter-wavelength plate-matched quartz slabs with minimum
ripple in the attenuation characteristic, we have been able
to accurately determine the dielectric constants of Rexolite

as €, = 2.45 + 0.01 and of quartz as e, = 3.95 + 0.01. These

63




values are somewhat less than the microwave-frequency values.
The more points that are taken on the attenuation curve the
more accurate is the determination of e_. The method is
superior to that of the spectrometer, for example, in that

the sensitivity 1s not a function of the material loss tangent.

B. MEASUREMENTS OF IL0OSS TANGENTS

As a part of the study, we measured the loss tan-
gents (tan 6) of certain selected materials in the submilli-
meter region. We examined tan 8 of Teflon, quartz, and
Rexolite at 0.9 mm. The insertion loss of a given length of
the material was measured at four frequencies around 0.9 mm
(the range of the carcinotron). We used a sample in over-
slze waveguide with plane-wave propagation for which

) 830 ¢, tan 8
- A

of

where o is the attenuation of a given sample length in
db/foot and A is the wavelength in cm. The values of o that
we obtained were subject to certain small errors and there-
fore so is tan 6. For example, the materials are unmatched.

The results were:

Material tan 6

Teflon 0.0004
Quartz 0.0043
Rexolite 0.0032

These numbers show total deterioration of the low-loss prop-
erties of quartz and Rexolite in the submillimeter region.
However, they are consistent with our experimental results.
Although Teflon is a low-loss material, it is not suitable
for a 45-degree double-prism device due to its low dielectric
constant {Figure 8). A materials study is necessary to
determine low-~loss materials in the 0.9-mm region.
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VII. CONCLUSIONS

Several versions of four basic components operating
in the submillimeter region have been designed, constructed,
and tested. These components were a O to 40 db variable
attenuator, a 10-db directional coupler, a greater than
90-degree variable phase shifter, and a 20-db transmitter-
to-receiver isolation duplexer.

The advantages and disadvantages of various types
of waveguide were evaluated. It has been seen that, though
Goubau-beam waveguide has low losses as a transmission line,
it is unsuitable for making small components and has the same
problems as free-space techniques (interference from other RF
circuits, influence of weather, lack of portability, etc.).
Trough waveguide at submillimeter frequencies appears to have
construction problems as a basic transmission line, and low-
loss bends have not yet been devised. Submillimeter compo-
nents using quasi-optical techniques were found to be con-
venient in size, low loss, and portable. The performance
can be predicted theoretically and the components are shielded
from environmental conditions. The use of this technique per-
mits the components to be used in a practical system. The
characteristics of these components (such as insertion loss,
attenuation range, directivity, etc.) have been measured at
submillimeter wavelengths within the limits set by the maximum
power level (from the carcinotron) that the state of the art
can produce. Such things as maximum power-handling ability
and 40-db attenuation range could not be measured due to
insufficient available power (typically, a 20-db dynamic
range), but enough data has been taken to show the feasi-
bility of using quasi-optical oversize-waveguide components.

These 4-port devices (each of which could be used
as a variable attenuator, a variable directional coupler, or
a duplexer) were made using the double-prism coupling element.
The components were matched using slot matching or quarter-
wavelength transformer techniques. These methods worked well.
The main problem with these devices was the fact that the
insertion loss of the dielectric prisms was high due to the
poor qualities (loss tangent) of conventional low-loss-tangent
materials (such as quartz and Rexolite) in the submillimeter
region. The experimental data indicated that these materials
had loss tangents of 0.0032 and 0.0047, respectively, at
0.9 mm. Before the advantages of the double-prism devices
are to be fully realized, a study of material properties in
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this region is necessary. The double-prism device has bzen
used to measure the dielectric constants of quartz and
Rexolite at 0.9 mm. These are e_ = 3.95 and 2.45, respec-
tively. Also, the linear attenuation characteristics of the
double-prism device together with the ability to accurately
predict the magnitude of the attenuation with prism spacing
makes these devices valuable as submillimeter attenuation

standards. All of the components made are in waveguide and
are easlily used in systems.

A multiple-slab device has been constructed that
has decreased the dielectric losses to about 2 db. This
device uses matched quartz slabs and has been constructed
and used as an attenuator or coupler. Its construction is
more difficult than the double-prism devices, but it has been
shown (theoretically and experimentally) to have lower loss.

The variable phase shifter provides variable phase
shift over 360 degrees. It can be set to within about
+2 degrees. It was used as an accurate interferometer
Twavemeter) to determine the frequency of the carcinotron
submillimeter source. Its operation is good except for the
insertion loss due to the double-prism coupling element.

A grating duplexer was constructed without the
inherent 6-db hybrid-duplexer loss. It operated with a trans-
mitter receiver isolation of 28 db. The transmitter-receiver
loss was 4 db. However, the gratings are frequency-sensitive
and must be further studied to eliminate this dependence.

The basic double-prism or multiple-slab coupling
structure in a 4-port device can be extended to develop other
components for a complete submillimeter measurement system
such as impedance transformers (E-H tuners), frequency
meters, or standing-wave indicators. In addition, the
quasi-optical oversize-waveguide technique 1is suitable for
the development of filters, Faraday rotation devices, mixers,
and varactor and detector mounts.
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APPENDIX I

REFLECTION AND TRANSMISSION PROPERTIES OF A
PAIR OF MOVABLE DIELECTRIC SLABS

The movable dielectric slabs of Figure 22A have
relative dielectric constants ep, are -ssumed to be lossless,
and have a thickness t equal to 90 elers’rical degrees. The
object of this analysis is to obtain '.e¢ reflection and trans-
mission coefficients as functions of the slab separation dl‘
The impedance at plane b for a 90-degree dielectric slab is

no

(1-1)

NlN
o jm

Z. = 120m V§_= characteristic impedance in air
for a direction 45 degrees from the vertical,

7 = characteristic impedance in the dielectric
for a wave that 1s traveling in a direction
of 45 degrees at the alr interface.

1207
Z = sec 6,
€ N/—e— 2
r
where sin 92 = E&E:ﬁéu Then,
Ve,
[y 3 2
Ze 120m zer —

The impedance at plane ¢ as obtained from trans-
mission-line theory is



2nd

. 1
Z. + jZ_ tan
T R ) (1-2)
c € 2rrd1
Z_ + jZ, tan —=
27 T
From which,
il 2ﬂd1
,2 12om2 |z + jz, ten
7 = __E_:_. = = @x —J (1_3)
d ZC F 2ndi‘
(2e,-1)|2, + jz_ tan N
L J

From equation I-3, the reflection coefficient at
plane 4 is

The power (Pp) coupled to port 2 is lrd|2 P;. From equa-
tion I-4, ]Td|2 is:

2 2 (I-5)
2 1
Pl ITql” = G 2 1 \2 2
s, =1 + tan®(0.7076,) {(?E;‘?‘i + 1}




For lossless slabs, the power (P3) coupled to

port 3 is (1 - [T4l?) Py.

Therefore,

V2 5 (1_6)
(E—E—_—i) sec (0.707@1)

2‘

1

2€r -1

2(

2 2
+ tan + 1]

0.7076,) [



APPENDIX II

REFLECTION AND TRANSMISSION PROPERTIES OF A
PAIR OF MOVABLE DOUBLE SLABS

The reflection and transmisslon coefficients of
the double-slab structure shown in Figure 22B (slabs 3
through n are not considered) will be derived. The imped-
ance at plane d 1s obtained from equation I-3. In this
2nd

structure, 1 1s chosen to be %. Thus,
Jax
120m 2z, W2 120m ¥2
Zg4 = = 5 (I1-1)
(26, - 1) 2, (2e, - 1)
The Iimpedance at plane e 1is
2nd2
Zd + jza tan.Jﬁ
7 =7 2) (11-2)
e a 2nd2

z. + Jz, tan ——
a d Vo

Transforming Z, through a quarter-wavelength sectlon of Z.,
we obtain,

y N

(11-3)

N
n
dﬂmN

II-1

=




Similarly,

N
® N

Z2
= - € )
A = and Z = ’zé (II"LI")

R

N
H

3

7 2md
d 2
7 4 [; + 3 z;-tan.JEX
Z, = Z_ |52 (11-5)
h a \Z 7 2nd
a d + £ 2
7 J an
a EN
which reduces to
2 2nd
ol 1+ 0 |z 1) tan —=—=2
= 1 r V2 -
Z, = 120m V2 e T - = o (11-6)
= + J tan
(Eer - I NEN

The reflectlion coefficient at plane h 1s

(11-7)
2md 1 4
J tan [ , — ) - 1}
~o- Zh - Za ) VEK ?er 1
h = Z,+7Z . 1 A) + 5 tan 2nd, { ] 1 . b . 1}
éer -1 JEX €p -
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Finally, the power reflection coefficient [rh|2 18

) . M 5 (11-8)
p tan (0.707@2) [ T l) - 1]
_2. !l-\ |2 r 4 5
P “h L r
1 | 1 2 | 1
4\26 —| + tan®(0.7076,) L s——1| * 1}
r T
2ﬁd2
where 92 = — and the power transmission coefficient
2 .
1 - |1yl is
(11-9)
L ) sec?(0.7076,)
P 2e.. - 1 - 2
3 2 1 2 _ r
= =1- |1 | = In 2
"1 Ty — + £an®(0.7076,) | |m—2e| + 1
Qer -1 ' 2 2€r -1

I1-3



APPENDIX IIT
DISSIPATION IN MULTIPLE-SLAB COUPLERS

Appendlixes I and II show that 100-percent trans-
mission of the incident power to port 3 occurs when the
separation, dp, of one set of slabs to the other 1s 0.70TA
assuming lossless dielectrics. The effect of loss 1n the
dielectric slabs reduces the power delivered to port 3. The
purpose of this appendix is to compute this loss for a
coupler having n slabs wlth each slab characterized by the
same dielectric constant and loss tangent. The analysils is
based on obtalning the ABCD matrix for ports 1 and 3. The
insertion loss 1s then obtained from (reference 19)

2
I = 10 log LA+ B Z ¢ + Dl

(I11-1)

The overall ABCD matrix 1s obtained by determining
the matrices of the individual slab elements and then multi-
plying them. The ABCD matrix of a gquarter-wavelength dielec-
tric slab (for small dissipation; that is, at < 0.1) is given
by

Jat J(2e, - 1)"1/2
(111-2)
e, - Y2 Jot

where

me, tan 6

S TR
2(2e, - 1)

for t corresponding to a quarter-wavelength condition.
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The matrix for a gquarter-wavelength sectlon of
alr is

(I11-3)

We can now define a typlcal dlelectric-~air section
by the matrix (M) as

jat i(2e, - 1)"Y2\ /o 3
(M) =
I(ee, - 1)L/2 jat 3 0
-k -at
- (III-4)
-t -1/k )

where k = (2¢, - 1)"1/2

A wave propagating from ports 1 to 3 must traverse
n dlelectric-air sectlions, a single section of air equivalent
to a quarter wavelength (dp/2, when dp 1s set at 0.707)), and
another set of n dlelectric-air sections. This 1s expressed
as

= ()" ()™ (111-5)

With the aid of reference 19, thils can be expanded
for any n as follows

A B PA - P _

(III-6)
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Pn is defined by the recursion formula

oo (I1I-7)

where
Py = O,
P, = 1,
P, = A+ D= -[k+ %).

Substituting equation III-6 into III-5 and perform-
ing the indicated matrix multiplication ylelds

P \
. 1 n
A B J20LtPn(kPn * Pn—l) J(T?'+ Phaa (kPn *Ph
= P P ‘ (I11-8)
n n
c D Jp K+ Pn_lJ = * Phoy jeatp | + Pn_l)

From equations III-8 and III-1l, the insertlon loss
is

2
ez ¢ 2essfr 3] v ol 22 v onp e 3IT (171-9)

L = 10 log

Using the recursion formula (equation III-7) for
P, we can express equation III-O for specific cases of n =1,
2, and 3 as follows.

For n = 1,

L = 10 log [1 + me, tan 6 kgtk + %)} (I11-10)
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For n = 2,

L = 10 log 1l + TTGr tan § kg[(k + %{)3 - 2(1{ + %):l (III-ll)
For n = 3,
L = 10 iog 1+ me, tan 6 k2[(k + %)2 i, 1} (k + %)[(k + %)2_ {

[

(I11-12)
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APPENDIX IV
CIRCULAR-POLARIZATION DISTORTION BY RECTANGULAR WAVEGUIDE

The purpose of thils appendix is to determine the
effect of propagating a circularly polarized wave in rectangu-
lar oversize wavegulde. 1In order to do this, we willl deter-
mine the maximum allowable length of rectangular waveguide
between the circular-polarization grating and the target port.

Circular-polarization distortion arises because the
two orthogonal waves have slightly different phase velociltiles,.
The waveguide wavelengths for the electric-field components
parallel and perpendicular to the broad dimensions of the wave-
guide are:

—_ A ang — ——\——é (Tv-1)
2
1 - (] 1 - ()

The differential phase shift for a length .equal to )\ 1s:

1 1

- radlans (1v-2)
gH gV

wavelength

ﬁﬁ - ﬁ& = 21\

Substituting equation IV-1 Into equation IV-2

>

2 2
b - dp = oo [ () - ()] sl v

A |° A |°
since (55) << 1 and (?BJ << 1 for oversize waveguilde.
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For the overslze waveguide used in the circular-
polarization duplexer, a = 0.280 inch and b = 0.140 inch.
The wavelength 1s 0.036 inch. Substitubing these values in
equation IV-3 glves

gy - &, = 2.23 degrees/wavelength

Thls calculation shows that the length of oversize wavegulde
should be short--less than two wavelengths for example. To
minimize any distortion caused by this effect in the experi-
mental work on the duplexer, the target was butted against
grating B.

Iv-2
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